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VIZULO MINI MARTIN 35W MRS 035 740 L22 A016 SN NG1 040 N2-BIN / Luminaire Data

Sheet
Luminous emittance 1:
See our luminaire catalog for an image of the luminaire. ot e
90° 90°
75° 750
60° 600
1600
450 450
2400
3200
30° 15° 0° 152 302
cd 3993 Im
C0-C180 —C90 - C270
Luminaire classification according to CIE: 100 Due to missing symmetry properties, no UGR table can
CIE flux code: 32 64 94 100 100 be displayed for this luminaire.
il
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Street 1/ Planning data
Street Profile
Roadway 1 (Width: 6.500 m, Number of lanes: 1, tarmac: R3, q0: 0.070)
Maintenance factor: 0.80
Luminaire Arrangements
(3)
Fy
(1)
A -
L -0.21m I
0.00 36.00 m @)
Luminaire: VIZULO MINI MARTIN 35W MRS 035 740 L22 A016 SN NG1 040 N2-BIN
Luminous flux (Luminaire): 3993 Im Maximum luminous intensities
Luminous flux (Lamps): 3993 Im at 70°; 716 cd/klm
Luminaire Wattage: 350 W at 80°: 330 cd/klm
Arrangement; Single row, bottom at 90°; 1.73 cd/klm
Pole Distance: 36.000 m Any direction forming the specified angle from the downward vertical, with the
Mounting Height (1): 6.750 m luminaire installed for use.
Height: 6.660 m No luminous intensities above 95°.
Overhang (2): -0.200 m Arrangement complies with glare index class D.2.
Boom Angle (3): 40°
Boom Length (4): 1.000 m
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Street 1 / Luminaire parts list

VIZULO MINI MARTIN 35W MRS 035 740 L22 See our luminaire catalog

A016 SN NG1 040 N2-BIN for an image of the
Article No.: VIZULO MINI MARTIN 35W luminaire.
Luminous flux (Luminaire): 3993 Im

Luminous flux (Lamps): 3993 Im

Luminaire Wattage: 35.0 W

Luminaire classification according to CIE: 100

CIE flux code: 32 64 94 100 100

Fitting: 1 x MRS 16 LED (Correction Factor 1.000).
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Street 1 / Photometric Results
6.50 m
— ®
0.00
0.00 36.00 m
Maintenance factor: 0.80 Scale 1:301
Calculation Field List
1 Valuation Field Roadway 1
Length: 36.000 m, Width: 6.500 m
Grid: 12 x 3 Points
Accompanying Street Elements: Roadway 1.
tarmac: R3, q0: 0.070
Selected Lighting Class: ME5 (All lighting performance requirements are met.)
L,, [cd/m?] uo ul Tl [%] SR
Calculated values: 0.57 0.40 0.68 15 0.50
Required values according to class: =>0.50 >0.35 >0.40 <15 =>0.50
Fulfilled/Not fulfilled: v v v v v
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Street 1 / 3D Rendering
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Street 1 / Valuation Field Roadway 1/ Results overview
6.50 m
—
0.00
0.00 36.00 m
Maintenance factor: 0.80 Scale 1:301
Grid: 12 x 3 Points
Accompanying Street Elements: Roadway 1.
tarmac: R3, q0: 0.070
Selected Lighting Class: ME5 (All lighting performance requirements are met.)
L,, [cd/m?] uo ul Tl [%] SR
Calculated values: 0.57 0.40 0.68 15 0.50
Required values according to class: =>0.50 >0.35 >0.40 <15 =>0.50

Fulfilled/Not fulfilled:
Assigned Observer (1 Pieces):

No. Observer Position [m]

1 Observer 1

DIALux 4.13 by DIAL GmbH

(-60.000, 3.250, 1.500)

v v v v v

L,, [cd/m?] uo ul TI [%]
0.57 0.40 0.68 15

il
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Street 1 / Valuation Field Roadway 1/ Isolines (E)

o1~ O -

\

5— 6.50 m
0=

[

_
§°\

0.00

0.00

Grid: 12 x 3 Points

E,, [Ix]
7.47
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Emin [1x]
2.95

Enax [IX]
22

36.00 m

Values in Lux, Scale 1 : 301

uo Emin / Emax
0.395 0.137
.
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684 589 621 560 434 367 367 434 560 621 589 6.84 6.50 m
14 11 840 569 417 351 351 417 569 840 11 14
22 13 848 528 364 295 295 364 528 848 13 22
0.00
0.00 36.00 m
Values in Lux, Scale 1 : 301
Grid: 12 x 3 Points

Eav [IX] Emin [|X] Emax [|X] uo Emin / Emax
7.47 2.95 22 0.395 0.137
.
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Street 1 / Valuation Field Roadway 1 / Observer 1/ Isolines (L)

0.32 ~ 032 6.50 m
R
S 0-32 - 032
0.48 -
- \0_48-/0&4_—/_064_/0 64 064 |
[ 0.64 ———
N 080 0.96——0.96———0.96 0.96 0.80—
Bl 0.00
0.00 36.00 m
Values in Candela/m?, Scale 1 : 301
Grid: 12 x 3 Points
Observer Position: (-60.000 m, 3.250 m, 1.500 m)
tarmac: R3, q0: 0.070
L,, [cd/m?] uo ul TI [%]
Calculated values: 0.57 0.40 0.68 15
Required values according to class MES5: =0.50 =20.35 =20.40 <15
Fulfilled/Not fulfilled: v v v v
il
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Street 1 / Valuation Field Roadway 1 / Observer 1/ Value Chart (L)

023 022 031 033 032 031 035 039 041 034 024 023 6.50 m
—> | 047 042 045 049 049 048 051 058 062 062 055 050

0.76 066 0.78 0.89 093 095 098 101 1.02 098 082 0.81

0.00

0.00 36.00 m

Values in Candela/m?, Scale 1 : 301

Grid: 12 x 3 Points
Observer Position: (-60.000 m, 3.250 m, 1.500 m)
tarmac: R3, q0: 0.070

L, [cd/m?] uo ul TI [%]

Calculated values: 0.57 0.40 0.68 15
Required values according to class MES5: =0.50 =20.35 =20.40 <15
Fulfilled/Not fulfilled: v v v v
il
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